















utilization  in  low  Earth  orbit.  Multiple  sites  for  external  payloads,  with  exposure  to  the  associated 
natural  and  induced  environments,  are  available  to  support  a  variety  of  space  science  utilization 




requirements  level  as  well  as  measurements  made  on  returned  hardware,  and  contamination 
forecasting maps being generated to support external payload topology studies and science utilization. 
 









elements  and  verify  that  the  system  level  contamination  control  requirement  is  maintained  for  ISS 
payloads. Predicted contamination levels at ISS payload sites have typically been lower than the system 




has been  relying on  returned hardware  to obtain measurements of  contamination deposition and  to 
evaluate  performance  against  predictions. One  set  of  early measurements  came  from  the Materials 
International  Space  Station  Experiment  (MISSE)  program  which  has  been  deploying  materials 
https://ntrs.nasa.gov/search.jsp?R=20140012611 2019-08-31T18:03:15+00:00Z
experiment  trays  on  ISS  since  2001.  The  MISSE  trays  are  exposed  to  the  natural  and  induced 





to  determine  the  composition  and  thickness  of  contaminant  layer  after  4  years  of  exposure. 




















































the  ISS  system  level  specification  limit  (equivalent  to 520 Å  for  four years of exposure). Wake  facing 
measurements were  close  to  the 520 Å  limit  (for 4 years of exposure) and a  result of  contamination 
sources on the Russian Segment that were deployed prior to MISSE 2 installation on the U.S. Airlock. It 




Observations  from  external  payloads  on  ISS  have  been  positive.  Several  payloads  (e.g.,  MISSE  and 
CANARY) have reported no signs of significant performance degradation from induced contamination. A 
single payload, the European SOLACES experiment  (part of SOLAR which  is on the Columbus module), 
observed  a  significant  reduction  in  counts  from  its  channel  electron  multipliers  (channeltrons)  and 
initially  listed  contamination  as  a  potential  cause.  ISS  Space  Environments  Team  conducted  an 
investigation  on  the  causes  of  the  observed  degradation  and  concluded  that  aging  of  the  SolACES 
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